
   

449-80036                             
Aids valve grinding and 
seating operations to re-
move burrs, surface de-
fects, carbon, gum and 
corrosion. Can be used for 
lapping and grinding chro-
mium. Mixes w ith w ater to 
form an easy-to-use paste. 

449-80070  Lubr icates 
and w aterproofs all types of 
mechanical equipment. 
Stops friction and squeaks. 
Coats hinges and channels. 
Prevents locks, doors and 
w indows from binding. High 
silicone formula does not 
attract dust or dirt.  Protects 
and renew s rubber mount-
ings, bushings and w eather-
stripping. Prevents binding, 
sticking and deterioration. Non-
gumming. Will not mar paint, rubber or 
plastic surfaces. Waterproofs and elec-
trically insulates. Level 1* 

449-80075                       
Cleans, lubricates, extends 
life and protects all types of 
roller chains, gears and ca-
bles that operate under ex-
posed condit ions. Easy-to-
apply foaming action as-
sures effective application. 
Repels dirt, sand, dust. Mini-
mal “throw  – off”. Contains 
no ODC’s. Level 3* 

449-80728  Brush top can                         
449-80077  Aerosol                 
Stops brake squeal by dampen-
ing vibration at caliper/brake 
pad interface. Provides t ighter 
f it and allow s for easier disas-
sembly. Protects against corro-
sion. Compatible w ith anti-lock 
brake systems. This product contains an 
elastomeric polymer for use w ith brake 
pads not having anti-squeal shims . Aero-
sol – Level 3* 

449-59214   6 ML                    
449-59235   50 ML              
Locks and seals threaded f itt ings. Re-
sists leakage, vibration loosening, mois-
ture, hydraulic f luids and diesel fuels. 
Lubricates threads for easy assembly 
and disassembly. Won’t shred or w ear 
like Teflon® tape. Parts may be reposi-
tioned up to 4 hours after application. 
Temperature range from -65°F to 400°F 
(-54°C to 204°C). Contains PTFE  

449-80062   Fast-
drying all-purpose sealant 
dries to a highly tacky, 
non-brittle f ilm. A reliable 
general adhesive. Re-
mains effective under 
temperatures of -65°F to 500°F (-54°C 
to 260°C). Resists gasoline, oil, anti-
freeze, axle lube, kerosene, propane 
and butane. Level 3*. 

449-80577                        
Quickly strips and removes 
decals, stic kers, stripes and 
paint from bumpers, auto and 
truck bodies. Eliminates 
costly and t ime-consuming 
sanding and scraping. Works 
in 10-15 minutes at tempera-
tures from 40°F to 100°F (5°
C to 38°C). Level 2* 

449-81781                              
A complete profes-
sional kit w ith plug-
in electric heat iron 
to make pro-style 
repairs. Contains: 
professional elec-
tric heat tool, 7 
color compounds, 
clear vinyl adhe-
sive and f iller (net .34 f l. oz.), grain pat-
tern paper, metal spatula, plastic 
dashboard hardening pow der for pro-
style repairs.  

449-81786    Makes 
invisible repairs from rips, 
cuts and tears to uphol-
stery, luggage, clothing, 
etc. Contains: c lear  vinyl 
sealant and f iller (net 1.5 f l. 
oz.), special applicator 
nozzle, grain pattern paper  

449-81950  Proper lubrica-
tion of metal mating surfaces is 
essential pr ior to start ing a new  
or rebuilt engine. Ultra Slic k™ 
adheres to component surfaces 
to prevent scuff ing and galling 

449-82019                           
Dries clear w ith super ior 
bonding strength. For perma-
nent or reposit ionable appli-
cations. Unique formula re-
sists w ater and humidity. 
Applications include porous 
and nonporous materials. 
Level 3* 
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449-81082 
Spray on to dis-
tributors, ignition 
wires and spark 
plug connections to 
displace moisture 
allow ing vehicle to 
start. 

   Valve Grinding Compound 

    Prussian Blue 

      Silicone Spray 

Spray Adhesive 

Vinyl Repair 

Engine Assembly  
          Lube 

Chain Lube 

Disc Brake Quiet 

Ignition & 
Wire Dryer 

Vinyl Repair 
         Kit 

Paint & Decal 
    Stripper 

   High Tack 

High Temp Pipe Seal 

449-80038                       
Aids precision-f itting of ma-
chined surfaces. Locates high 
spots on bearings, valves, 
gears and other close-to-
tolerance components. Non-
drying. Easy clean-up. 



   

449-25223   4 oz.                     
449-25224   7 oz.                     
This latest elastomeric rubber 
gasket technology is blow out 
resistant and outperforms pre-
cut gaskets. Temperature 
range -75°F to 450°F (-59°C 
to 232°C) continuous, 500°F 
(260°C) intermittent.; resists 
ATF, coolant, oil and other 
shop f luids. Protects against leaks 

       Permatex 
    Threadlockers 
                        (all items sold each) 

449-24200  6 ML                       
449-24240   36 ML                     
All-purpose, medium strength thread-
locker. Ideal for all nut and bolt applica-
tions 1/4" to 3/4" (6mm to 20mm). Elimi-
nates need for stocking expensive lock 
nuts and lock w ashers. Locks and seals 
while preventing parts loosening due to 
vibration. Protects threads from corrosion. 
Removable w ith hand tools for easy disas-
sembly  

449-27100  6 ML                       
449-27140  36 ML                     
High strength threadlocker for heavy-duty 
applications 3/8 inch to 1 inch (10mm to 
25mm). Espec ially w ell-suited for perma-
nently locking studs and press f its. Adds 
3,000 PSI holding pow er on slip and press 
f it assemblies. Replaces set screw s and 
snap rings. Locks against vibration loosen-
ing. May require heat or special tools for 
removal  

Threadlocker  Blue 

Threadlocker  Red 

Right Stuff 

449-29000  6 ML                   
449-29040  36 ML                      
A low  viscosity threadlocking liquid that 
w icks along the threads of preassembled 
fasteners to secure them in place. Since 
it is applied after assembly, preventive 
maintenance procedures are s implif ied. 
Ideal for fasteners ranging from #2 to 
1/2" (2.2 to 12mm) in size. Localized 
heating and hand tools are needed for 
disassembly... 

Threadlocker  Green 

449-29132                            
For tw o and four cycle 
engines. Solvent-based 
bond fully seals w ithin 20 
minutes. Forms a tough 
f lexible bond that is highly 
effective on irregular and 
uneven joint surfaces. 
Ideal for use on frequently 
disassembled engines. 
Res ists gasoline and other damaging f lu-
ids. Withstands temperatures 350°F (177°
C) continuous, 400°F (204°C) intermittent 

Moto Seal Grey 

      Permatex 
   Gasket Makers  
                 (all items sold each) 

449-51817  6 ML                     
449-51813  50 ML                
Noncorrosive gasketing material designed 
primar ily for use on aluminum, iron, and 
steel f langed mating surfaces. Ideal for on-
the-spot and emergency repairs, or w hen 
a conventional gasket is unavailable. Fills 
gaps up to .015" and cures to a solvent-
resistant seal that w ill not tear or decay 
during service. Parts disassemble easily 
even after extended service and old gas-
ket mater ial can be removed in minutes 
w ith a simple putty knife. 

449-64000  6 ML                       
449-64040  36 ML                     
High temperature (up to 400ºF / 204º C) 
anaerobic adhesive that secures slip and 
press f it assemblies. Adds up to 3,000 PSI 
holding pow er. Restores f it to w orn or out-of
-tolerance assemblies. Prevents surface 
corrosion. 

Sleeve  Retainer 

449-80183                       
Cleans most plastics, 
w ithout scratching. 
Removes grease, 
stains and dirt. Forms 
a w ater-repellent, anti
-static shield w hich 
resists fogging. Works 
great on plastic headlight lenses. 

449-81343  1 oz. tube                
449-81464  12 oz aerosol                  
449-80078  8 oz  bottle              
A highly refined blend of aluminum, cop-
per and graphite lubricants. Use dur ing 
assembly to prevent galling, corrosion 
and seizing and to assure easier disas-
sembly. Temperature range: -60°F to 
1600°F (-51°Cto 871°C). Salt, corrosion 
and moisture resistant – ideal for mar ine 
use. Non-aerosol version meets Mil Spec 
#907E. Aerosol - Level 3* 

Anti-Seize Lubricant 
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Plastic 
Cleaner 

Gasket Maker 




